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MBX® 

Coarse 

MB-001-10 (23mm) 
MB-020-10 (11mm) 

Underbody Seal removal 

Seam Sealer removal 

Chassis light work 

Panel preparation for 
stoneguard, seam sealer 

and underbody seal  

Corrosion removal 

 

Medium 

MB-009-10 (23mm) 

MB-021-10 (11mm) 

Inside panels  

Paint & Corrosion 
removal on panels  

Fine 

MB-005-10 (23mm) 
MB-028-10 (11mm 

 
Paint removal external  

Coarse Stainless 

MB-011-10 (23mm) 
MB-030-10 (11mm) 

 

Aluminium panel   
preparation-internal  

Fine Stainless 

MB-007-10 (23mm) 
MB-031-10 (11mm) 

 

Aluminium panel 
preparation– external  

11mm  

DB-105-10 

Door Skins 
Roof Channels  

Wheel housing 

Audi, VW, Seat, 
Skoda  VAS 6776/1 

 

11mm Right 

DB-106-10 

Closest inside edge 
of roof channel or 

door skin  

Audi, VW, Seat, 
Skoda  VAS 6776/3 

 

Carbon Steel 

BB-033-10 (23mm) 
BB-034-10 (11mm) 

 

Chassis Corrosion 
and coating remov-

al 

Audi, VW, Seat, Skoda  
VAS 6446/3 23mm 

Audi, VW, Seat, 
Skoda  VAS 6446/4 

11mm 

Stainless Steel 

BB-102-10 (23mm) 
BB-103-10 (11mm) 

 

For preparing     
aluminium chassis 

componentry for 
painting  

 

Bristle Blaster
®
 

 

Die Blaster
®
 

11mm Left 

DB-107-10 

Furthest inside edge 
of door skin or roof 

channel  

Audi, VW, Seat, 
Skoda  VAS 6776/2 

11mm SS  

DB-110-10 

Aluminium panels 

Door skins 

Roof channels  

Wheel housing  

Audi, VW, Seat, 
Skoda  VAS 6776/4 

11mm SS Right 

DB-108-10 

Closest inside edge 
of rood channel or 

door skins–         
Aluminium panel  

St Prep St & Sa Prep Sa 2 1/2 , Sa 3 Prep 

11mm SS Left 

DB-109-10 

Furthest inside 
edge of door skin 
or roof channel– 

aluminium panels  
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MontiPower Pty Ltd 
4/122 Beresford Road Lilydale, Vic 3136 
T: +613 9737 2899 F: +613 9738 7779   
M: +61 (0) 417 386 883 
info@montipower.com.au 
 


